EZDMA IP v1.4.6

Revision history

Release Classification Level Description Status Date By Files modified
1.3.0 Initial release
pciez_ahip
pciez_ahip_rx
1.3.1 Feature enhancement High |Added Avalon-ST 128-bit interface support Done 30-mars PLE pciez_ahip_tx
pciez_layer
pciez_rx_slave
pciez_master
1.3.1 Feature enhancement High [Added 128-bit datapath support Done 30-mars PLE pciez_cpl
Fixed possible transmit FIFO overflow that could lead to
1.3.1 Fix Low [transmit path lock-up Done 03-avr PLE pciez_ahip tx
pciez_dma,
pciez_master,
pciez_cpl,
1.4.1 Feature enhancement High |Added external DMA support Fixed 06-ao(t PLE pciez_layer
1.4.1 Feature enhancement | Medium [Improved TX throughput Fixed 20-sept PLE pciez_master
1.4.1 Feature enhancement | Medium [Optimised TX datapath Fixed 18-sept PLE pciez_ahip tx
pciez_rx_slave,
pciez_dma,
pciez_master,
1.4.2 Feature enhancement Low [Optimisations for speed Fixed 17-nov PLE pciez_cpl
Improved transmit & receive latency, especially when pciez_ahip_tx,
1.4.3 Feature enhancement | Medium [processing back-to-back packets Fixed 16-févr PLE pciez_ahip rx
Fixed rx_dv not taken into account correctly in byte-enable
1.4.3 Correction Low |[calculation is slv_data state Fixed 22-mars PLE pciez_rx_slave
Fix problem when rx_st_validO is de-asserted while a TLP is
1.4.3 Correction Low [being received Fixed 22-mars PLE pciez_ahip rx
1.4.3 Feature enhancement Low |Setting completion timeout value to 0 disables it Fixed 03-mai PLE pciez_cpl
1.45 | Feature enhancement | High [Added support for Stratix V Fixed 28-nov PLE pciez_ahip




1.4.6

Correction

High

1.4.6

Correction

Low

Fixed issue with configuration space handling for Stratix V
devices
Fixed round robin algorithm issue

Fixed

01-déc

PLE

pciez_ahip

Fixed

01-déc

PLE

pciez_master
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